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Coil Assembly Model

L ITI—F=R =SERE=S

Linear Motion Technology

Coil Assembly Model LM-PB2 LM-PB3 LM-PB4 LM-PBS LM-PBé LM-PB8
Winding code wi w2 [wi [w2 [wr [w2[ws [wr[w2][ws|w [w2]ws[w [w2][ws]|ws
Performance
Peak force (N) 150 224 300 368 450 600
Continuous force (N) 37.5 56.2 75 92 112.5 150
Peak power (W) 684 1030 1517 1759 2073 1548
Continuous power (W) 42 64 94 105 129 189
Mechanical
Coil assembly length (mm) 80 110 140 170 200 260
Coil assembly weight (kg) 0.17 0.26 0.31 0.39 0.46 0.58
Magnet track weight (kg/m) 8.4 8.4 8.4 8.4 8.4 8.4
Electrical cycle length (mm) 30 30 30 30 30 30
Electrical
Continuous current (Arms) 20 | 40 20 | 40 2.1 4.2 8.4 2.0 4.0 8.0 2.0 40 | 8.0 2.1 42 | 8.4 16.0
Peak current (Arms) 8 16 8 16 84 | 168 | 33.6 | 80 16 | 320 8 16 32 8 16 32 64
Force constant (N/A) 18.7 | 9.3 | 28.1 14 357 | 17.8 | 8.9 | 45.9 23 11.5 | 56.2 | 28.1 14 75 37.5 18 9.3
Back EMF constant (V/m/s) 20.6 | 10.3 | 30.9 | 7.7 | 41.2 |20.58 | 10.3 | 51.4 | 25.7 | 12.9 | 61.8 | 30.9 | 15.4 | 823 | 41.2 |20.58 | 10.3
Ph-Ph resistance @25°C(Q) 10.7 | 2.7 16.1 4 21.5 5 125 | 264 | 6.6 | 1.68 | 32.4 | 8.1 2.1 43.0 10 2.5 0.7
Ph-Phinductance @25°C(mH)| 6.52 | 1.63 | 9.78 | 2.44 |13.04 | 3.26 | 0.82 |26.08 | 6.52 | 1.63 |39.12| 9.78 | 2.44 |26.08| 6.52 | 1.63 | 0.4
Motor constant (NA W) 578 1578 | 702 702|773 773|773 | 88 | 88 | 88 | 9.9 9.9 | 9.9 |10.91|10.91|10.91 | 10.91
Ph-PE dielectric strength | 25KV (AC) | 25KV (AC) > 5KV (AC) > 5KV (AC) > 5KV (AC) > 5KV (AC)
Ph-PE insulation resistance| = 1KV (DC) | = 1KV (DC) > 1KV (DC) > 1KV (DC) > 1KV (DC) > 1KV (DC)
Ny LM-PB Coil Assembly v LM-SB Magnetic Way
Np1 Np2 Lp Mp Ns Ls
LM-PB2 1 1 80 74
LM-PB3 2 2 110 104 LM-SBO 1 120
LM-PB4 2 2 140 134
LM-PB5 2 2 170 164 LM-SBI 4 300
LM-PB6 3 3 200 194
LM PB8 4 4 260 254 LM-SB2 / 480
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Motor Wire Talbe Hall Sensor Wire Table and Thermal Protection Wire Table

QUTPUT CABLE (Alcable standard length 400 mm)

Pin Number | Function |Cross section Color Function Cable Dia. Color Function Cable Dia.
White U phase 0.5mm?2 Pink Hall A U phase 0.14 mm? | Brown/Blue | Thermal sensor| 0.14 mm?
Yellow Vphase | 0.5mm? Yellow Hallg Vphase | 0.4 mm?

Brown W phase | 0.5mm? Green HallC Wphase | 0.14 mm?
Green PE 0.5mm? Grey Hall IC + 5V 0.14 mm?
White GND 0.14 mm?
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